
CD-72S
Disc Trap

ArmstrongID
Intelligent System Solutions'"

STEAM' AIR, HOT WATER

CD-72S Disc Trap
Carbon Steel
For pressure to 41 bar ... capacities to 816 kg/h

The Armstrong CD-72S is a disc style trap designed to
control the trap's cycle rate. By reducing the cycle rate,
the Armstrong CD-72S will have a longer service life
than typical disc traps. This enhanced performance will
ensure that maintenance time is minimized and steam
costs are greatly reduced.

The CD-72S is designed with three discharge ports,
which offer stable disc operation to extend trap
operating life. The capacities of the Armstrong CD-72S
has been engineered specifically for the folIowing
applications: large steam main drips, process
equipment, and HVAe heating equipment on constant
pressure.

Advantages

• Three discharge port design
• Minimum wear with controlled cycling
• Freeze-resistant
• Hardened seat

Maximum Operating Conditions

Maximum Allowable Pressure (vessel design)*:
70 bar @ 400 °e

Maximum Operating Pressure: 41 bar @ 252 °e

(*) May be derated depending an flange rating and type.

Connections

Screwed BSPT and NPT,
Socketwelded,
Flanged ANSI (contact factory).

How to order?

Specify: Model Number, Size and type of pipe
connection.



CD-72S Disc Trap - Carbon Steel
1----- C -----<-!

A

B

v----=----t
• H:i .10 l...... iITi:lil ..

Connection Size 15 - 20

"A" 38
"B" Height 112
"C" Length 90
"D" CL to top of cap 50
Weight in kg 1,0

G!ik
Body & Cap Dual certified ASTM

A105N / A350 LF2 CI.1
Seat Stainless Stee117-4PH
Disc ASTM A276 Gr. 420

Strainer Screen 30 x 30 mesh T304
stainless steel

Screen Retainer A105N / LF2
Blowdown Plug

T-316 stainless steel(1/4 NPT)
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All dimensions and weights are approximate. Use certified drawings for exact dimensions. Design and materials are subject to change without notice.
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