KLINGER

Denmark

Kv Table of

SERIES SGF

Kv Values

OPENING %
NPS DN
10% | 20% | 30% | 40% | 50% | 60% | 70% | 80% 90% | 100%
1" DN25 0.02 0.4 1.2 2.2 3.7 5.5 7.8 11 15 23
1-1/4" DN32 0.04 0.6 2.0 3.8 6.5 9.6 14 19 26 40
1-1/2" DN40 0.06 1.0 3.0 5.8 9.7 14 20 28 39 60
2" DN50 0.09 1.5 4.7 9.0 15 23 32 44 61 94
2-1/2" DN65 0.1 2.3 7.3 14 23 35 49 68 93 145
3" DN80 0.2 3.8 12 23 39 58 82 113 155 240
4" DN100 0.4 6.4 20 39 65 97 137 189 260 403
5" DN125 0.6 9.6 30 58 97 144 205 281 386 600
6" DN150 0.7 11 33 64 108 160 228 313 430 668
8" DN200 1.5 24 74 141 239 354 502 691 949 1473
10" DN250 1.8 29 90 173 292 432 614 844 1159 1800
12" DN300 3.3 52 163 | 313 527 781 1110 | 1527 | 2097 3256
14" DN350 5.5 88 276 | 529 893 1324 | 1881 | 2587 | 3552 5515
16" DN400 7.3 117 | 365 | 700 | 1181 | 1750 | 2487 | 3420 | 4696 7292
Relative flow coefficient
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